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The Safest Tanks in Motion

Product Specification

Hook up and go with TTi’s LinkOn™ Sprayer Range. From small acreage farms 
to large scale operations, TTi’s range of 3 point linkage boom sprayers are 
the perfect choice to get your boom spraying done on time using your 
tractor. 

3-POINT LINKAGE SPRAYERS

CODE: PLG1000L0750

LinkOn™ 1000L 

	» Extremely robust UV Stabilised tank, no risk of going brittle in the sun!
	» Large 450mm hinged lid with basket filter. Easy access for cleaning & filling
	» Fully drainable tank with sump, ideal for cleaning and ensuring there is no residue
	» Built-in 10L freshwater tank with tap for handwashing
	» Calibrated tank with protected site level tube indicator
	» Heavy duty hot dip galvanised steel frame with forklif t pockets
	» 255mm screw type lid with basket filter
	» 75L/min Bertolini (Italian) PTO pump – 218psi (15 Bar) pressure
	» Arag 3-way pressure regulator and gauge for accurate & controlled spraying
	» Bypass system for agitation
	» Quality filtration system with auto shut off to protect the pump
	» Suction filter fitted
	» PTO shaft supplied with protection covers
	» Range of boom and hose reel options available

3-PL Tractor Boom Sprayer with 75L/min Pump

SPECIFICATIONS
Tank Material Polyethylene

Lid Diameter 255mm / 450mm

Capacity (brim full) 1000 Litres

Tare Weight 190kg

(W) Full of Water 1,190kg

Dimensions (L W H) 1325 x 1220 x 1925mm

Tank warranty 20 Year

Frame warranty 5 Year

Pump warranty 2 Year


